
 Features & Benefits

•  Provides dispersive treatment to control 

microbiological growth

•  Fully WRAS approved

•  Treatment recommended by Health &  

Safety Executive

•  Drinking Water Inspectorate compliant chemicals

•  Reliable, tested and simple to operate technology

dioxychlor IIIdorado



The Goodwater Dioxychlor III is a reliable chlorine dioxide generator for Building Services 
applications, particularly the increasing number of installations where the growth of legionella 
is more likely. Buildings such as residential and student accommodation developments, hotels, 
healthcare premises and sports/leisure sites offer greater risks due to a number of factors, 
including periods of low occupation, large numbers of showers and some occupants being 
immunosuppressed or elderly.

Installed on to an incoming main supply, the Dioxychlor III operates by dosing chlorine dioxide 
proportionally, providing the water tanks and distribution system with a suitable residual presence 
of chlorine dioxide. Offers protection against the formation of biofilms that harbour bacteria such 
as legionella, particularly in parts of the system used infrequently. Numerous Health & Safety 
features are installed to minimise the risk of over-dosing or incorrect generation of chlorine dioxide 
and to ensure that the system maintains treatment levels.

Stated in HSG274 as an effective method of controlling legionella growth, it is possible to 
use chlorine dioxide dosing as an alternative to traditional thermal pasteurisation. This can be 
especially beneficial when using renewable energy sources that may only heat water to around  
45 degrees Celsius. The Dioxychlor III is both preventative and curative in its treatment against the 
growth of legionella. The first system to achieve WRAS approval and compliant with the Drinking 
Water Inspectorate, the Dioxychlor III provides reliable, trustworthy and cost-effective chlorine 
dioxide treatment.
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